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TIMER CONTROLLER FOR MINI ROCKET FOGGER 
 

  
 

The TIMER has the following buttons: 
 

1. Programme/Start button  
2. Up button 
3. Down button 
4. Flash button 

 
and the following displays / indicators: 
 

5. Mode Indicator Display 
6. Minute Display Screen 
7. Second/Output Display Screen 
8. Output via the output connector  

 

 
• Connect the TIMER interface box to the XLR socket on the back of the Mini 

Rocket smoke machine unit 
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BUTTON FUNCTIONS 
 

Button Timer Mode Program Mode 
(1)  
 

Starts and stops the timer 
programme 
 

Switches between the various output 
displays to allow them to be changed 

• to access the programme mode, 
press and hold for two seconds 

• to save the current settings, hold 
for two seconds to return to 
Standby mode 

 
(2) + (3) Changes between wait time 

and fog time 
 

Changes the value of the active 
display. 
Active display indicated by two flashing 
dots on the screen. 
 

(4) Produces instant output when 
pressed at the pre-programmed 
flash level. 
This can be changed while the 
Flash button is held using buttons
(2) + (3). 
 

Allows you to test the flash and output 
levels during programming. 
 

 

DISPLAYS / INDICATORS 

 

Display Timer mode 
 

Programme mode 
 

(5) Wait and fog time LEDs are 
steady to indicate that timer is in 
Standby mode but is not running. 
Wait and fog time LEDs are 
flashing to indicate that timer is 
running and which mode it is in. 
Flash LED lights when the flash 
button is pressed to indicate the 
flash level. 
 

LEDs show which step is being 
programmed. 
 

(6) The minute screen shows the 
current wait time or the fog 
time in minutes (indicated by 
LEDs (5)) 
 

The minute screen shows the time that 
is being set by buttons (2) + (3). 
Two dots indicate that the screen is 
active and can be changed. 
 

(7) The second/output screen 
shows the current wait time 
or the fog time in seconds 
(indicated by LEDs (5)) 
 

The second/output screen shows the 
level or time that is being set by 
buttons (2) + (3). 
Two dots indicate that the screen is 
active and can be changed. 
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 USING THE TIMER AS A CABLE REMOTE 
 

1.  Connect the TIMER to the Mini Rocket. 
 

The timer should now be in Standby mode. The wait time or the fog time LED‘s should 
be on steady. If the timer starts to run, the TIMER is in Autostart mode (see Autostart 
mode section later). 
 

2.  Press the flash button (4) and the Mini Rocket will output the level indicated 
by second/output screen (7).  

 
To change the output level, hold down the flash button (4) and use the up/down 
buttons (2) + (3). 
 
 

USING THE TIMER AS A TIMER REMOTE 
 
Programming 
The programming mode allows you to change all of the variables as shown by the 
mode indicator display (5). 
 

a)  To enter the programming mode, press and hold the programme/start button (1) 
for two seconds. The minute screen (6) will show two dots and the wait time 
indicator (5) will be steady. 

b)  You can now adjust the current variable (wait time in minutes) using the 
up/down buttons (2) + (3). 

c)  Press the programme/start button (1) briefly to step on to the next variable. 
d)  Repeat steps b) and c) for all the variables required. 

 
 

Saving the programme 
When you have changed all of the variables that you required for your programme, 
press and hold the programme/start button for two seconds. This will save your 
programme and exit to the Standby mode. 
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USING THE AUTOSTART MODE 
 
Autostart allows the timer to automatically execute the pre-set programme when the 
unit is powered up. This means that a fog machine could be installed in a display, 
connected to a timer. When the fog machine is turned on, the timer would start its pre-
programmed cycle. 
 

a)  To activate the Autostart mode, press and hold the programme/start button (1) 
for two seconds to enter the programming mode. 

b)  Press the programme/start button briefly to step through the modes until the 
Autostart LED (5) is on. 

c)  Press the up (2) or down button (3) until second/output screen display (7) shows 
01. 

d)  Press and hold the programme/start button for two seconds to save the 
Autostart command and exit to the Standby mode. 

e)  Disconnect and reconnect the timer from the fog machine and the pre-
programmed cycle will start to run. 

f)  To disable the Autostart mode, repeat a) through c) except that the 
second/output screen display (7) shows 00. 

 
 

TECHNICAL DATA 
 
Power consumption  30 mA 
Power supply   12 - 18V DC(+) 
Dimensions   90 x 68 x 25 mm 
Weight    160 g 
Output    0 - 10 V DC (+) switch 
 
 

WIRING OF CONNECTORS 
 

3-pin XLR male 
 

Pin 1 = Ground  
Pin 2 = 0 - 10 V DC (+)  
Pin 3 = 12 V DC (+) input 

 
 

For replacement fluid consumables, accessories and spare parts  
for Mini Rocket smoke systems contact:  

 

 

Tel: UK +44 (0)1642 769952 
Website: www.smokemachines.net 
Email: sales@smokemachines.net 


