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DMX INTERFACE  

for the Mini Rocket smoke machine 
 

 

Pea Soup Mini Rockets can be configured with a DMX 512 interface, which allows 
the Smoke On / Off and output volume control function to be controlled via a 
DMX controller / lighting desk. 
 
 
To set up the DMX interface 

 

 Connect the DMX interface box to the XLR 
socket on the Mini Rocket unit. 

 Connect the battery to the back of the Mini 
Rocket unit. 

 The DMX red display will light and the current 
address of the unit will be displayed in the 
“START ADDRESS” box. 

 To change this address press “ENTER”, use the ▼▲ arrow buttons to select 
the new address, and press “ENTER” to capture. 

 Disconnect the battery if no longer required. 
  
 
To operate the machine using DMX 

 

 Connect the DMX cable(s) to the DMX interface using 5 pin XLR connectors. 

 Connect the battery to the Mini Rocket.   
The Green “DATA IN” LED will illuminate if connected to a DMX system. 

 Smoke can be produced by a signal from the DMX system. 

 Smoke production ceases when the DMX signal is removed. 
  
NOTE: 
If the smoke switch on the handle of the Mini Rocket machine is pressed, this will 
override any signal from the DMX system. 
  
Always reference the relevant Mini Rocket smoke machine’s operating instructions 
in addition to this guide. 

 
 

 

For replacement fluid consumables, accessories and spare parts  
for Mini Rocket smoke systems contact:  

 

 

Tel: UK +44 (0)1642 769952 
Website: www.smokemachines.net 
Email: sales@smokemachines.net 


